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LOAD FIBROUS MATERIALS 
(WOOD CHIPS) 
INTO DIGESTERS 



I 



DELIGNIFICATION /PULPING 
REACTIONS 



I 



DISCHARGE DELIGNIFIED 
FIBROUS SUBSTANCES 
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BROWN STOCK WASHING 
AT ELEVATED TEMPERATURE (65- 12CfC) 



-770 



ADDITIONAL COUNTER- CURRENT DIFFUSION WASHING 
AT ELEVATED TEMPERATURE (65-120°C) 

OR 

ADDITIONAL COUNTER- CURRENT DIFFUSION WASHING 
AT ELEVATED TEMPERATURES (65- 12tfC), COUPLING WITH 
ADDITIONS OF SELECTIVE CHEMICALS 
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FORM PULP LAP OR ROLLS 
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PREPARE LOW COD AND HIGH 
PURITY CELLULOSE FIBERS 




■204 



PROCESS LOW COD AND HIGH 
PURITY CELLULOSE FIBERS 



^ 206 

I Z_ 

MIX CELLULOSE FIBERS WITH OTHER 
INGREDIENTS TO FORM A MIXTURE 
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FABRICATE THE 
"GREEN" UNCURED 


MIXTURE INTO 
SHAPED ARTICLE 


\ 




CURE "GREEN" SHAPED ARTICLE 


F/a 
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